40 mm ITEM 40313 M ASPHALT CONC.
TYPE 3, BINDER COURS|

40 mm ITEM 40319 M ASPHALT CONC.
TYPE 7F, TOP COURS!

762 mm_MIN,
/ MATCH EXIST. GUTTER WIDTH

EXISTING DRIVEWAY APRON SAWCUT, SEE NOTE 1

NEW DRIVEWAY APRON
VARIES—_

150 mm ITEM 30403 M TYPE 2
CRUSHED STONE
SUBBASE COURSE

40 mm ITEM 40313 M ASPHALT CONC.
TYPE 3, BINDER COURSE

40 mm ITEM 40319 M ASPHALT CONC.
TYPE 7F, TOP COURSE
SAWCUT, SEE NOTE 1

DRIVEWAY APRON FULL DEPTH SAWCUT.
VARIES— _ 600 mm

150 mm ITEM 304.03 M TYPE 2
CRUSHED STONE
SUBBASE COURSE

NOTES:
1. ALL PAVEMENT JOINTS SHALL BE SAWCUT AND TACK COATED

2, TOPSOIL AND SEED ALL DISTURBED AREAS WITH TOPSOIL ITEM NO. 6130101 M AND SEED ITEM NO. 610.0203 M

ASPHALT DRIVEWAY DETAILS
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